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DETAILED ACTION 
Response to Amendment 

1. This communication is in response to applicant's amendment filed June 15, 2006. 
Claims 1-3, 6-15, 18-27, and 30-36 are pending. 

Claim Rejections - 35 USC §102 
The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that form the 
basis for the rejections under this section made in this Office action: 
A person shall be entitled to a patent unless - 

(e) the invention was described in (1) an application for patent, published under section 
122(b), by another filed in the United States before the invention by the applicant for 
patent or (2) a patent granted on an application for patent by another filed in the United 
States before the invention by the applicant for patent, except that an international 
application filed under the treaty defined in section 351(a) shall have the effects for 
purposes of this subsection of an application filed in the United States only if the 
international application designated the United States and was published under Article 
21(2) of such treaty in the English language. 

2. Claims 1, 6-7, 9-10, 13, 18-19, 21-22, 25, 30-31, 33 and 34 are rejected under 35 
U.S.C. 102(e) as being anticipated by Brendel (US Patent No. 6,772,333B1). 

With respect to claim 1, Brendel discloses a method comprising: 

receiving a data packet from a source (col. 9, lines 3-4, the load-balancer reads incoming 
packets); 

determining whether a session identity exists for a communication session with the 
source (col. 9, lines 5-7, the load-balancer will attempt to find the SSL session entry for SSL 
session ID in its SSL session table using SSL ID field 90); 

encapsulating the received data packet in a flow header including at least two of a flow 
message type field, a flow option field, a source port identity field, a destination identity field, 
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and a session identity field in the header of the received data packet and transmitting the flow 
header with the received data packet to a destination if no session identity exists (col. 10, lines 5- 
13, when no matching SSL session ID is found in the table, the connection is for a new SSL 
session. The server is then assigned using the default load-balancing method, whether random, 
least used, or some other assignment method. The server-generated SSL session ID, which is 
then returned from the server in the same connection as part of the response to the encrypted 
client request, is stored in a new or empty entry in the table, along with the server the connection 
was assigned to. This implies that the client request is encapsulated and forwarded to the 
assigned server by the load-balancer. Herein, the addresses of the connection contains the 
destination address of the assigned server, e.g., MAC or IP address, col. 9, lines 10-12, and the 
source address and port, e.g., address and port of the load-balancer since the load-balancer 
connects to a plurality of servers. Therefore, the forwarded packet including at least two of 
source port identity field and destination identity field); 

receiving the session identity from the destination using the flow header (col. 10, lines 9- 
13, the server-generated SSL session ID, which is then returned from the server in the same 
connection as part of the response to the encrypted client request, is stored in a new or empty 
entry in the table, along with the server the connection was assigned to. Herein, the addresses of 
the connection are the address of the server and address and port of the balancer); and 

transmitting subsequent data packets received from the source along with the session 
identity to the destination (col. 10, lines 15-18, subsequent connections having the same SSL 
session ID will be directed to the same server, ensuring that all connections for the encrypted 
session are processed by the same server). 
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With respect to claims 6-7, 18-19, 30 and 31, Brendel discloses removing a header prior 
to transmitting data packets received from the destination to the source; using information in the 
header to transmit data packets received from the destination to the source; and wherein the 
information in the header comprises the source port identity (col. 8, lines 21-26, the new entry 
contains the SSL session ID, and the IP address of the server. The load-balancer associates the 
SSL session ID with the server that generated the SSL session ID, server X. The client also 
stores the SSL session ID and uses for all encrypted connections with the server. Herein, the 
destination address in the header of the packets, e.g., load-balancer's address, is removed and 
replaced with the address of the client, e.g., client EP address and port). 

With respect to claim 9, Brendel discloses a method comprising: 
receiving a data packet from a source through a network node (col. 10, lines 5-13, when 
no matching SSL session ID is found in the table, the connection is for a new SSL session. The 
server is then assigned using the default load-balancing method, whether random, least used, or 
some other assignment method. Herein, the server receives the packet through the load- 
balancer); 

determining whether a session identity exists for a communication session with the 
source (col. 9, lines 5-7, the load-balancer will attempt to find the SSL session entry for SSL 
session ID in its SSL session table using SSL ID field 90); 

encapsulating the received data packet in a flow header including at least two of a flow 
message type field, a flow option field, a source port identity field, a destination identity field, 
and a session identity field in the header of the received data packet and generating a session 



Application/Control Number: 09/852,433 Page 5 

Art Unit: 2616 

identity if no session identity exists (col. 10, lines 5-13, when no matching SSL session ID is 
found in the table, the connection is for a new SSL session. The server is then assigned using the 
default load-balancing method, whether random, least used, or some other assignment method. 
The server-generated SSL session ID, which is then returned from the server in the same 
connection as part of the response to the encrypted client request, is stored in a new or empty 
entry in the table, along with the server the connection was assigned to. This implies that the 
client request is encapsulated and forwarded to the assigned server by the load-balancer. Herein, 
the addresses of the connection contains the destination address of the assigned server, e.g., 
MAC or IP address, col. 9, lines 10-12, and the source address and port, e.g., address and port of 
the load-balancer since the load-balancer connects to a plurality of servers. Therefore, the 
forwarded packet including at least two of source port identity field and destination identity 
field); and 

transmitting the session identity to the network node (col. 10, lines 5-13, the server- 
generated SSL session ED, which is then returned from the server in the same connection as part 
of the response to the encrypted client request, is stored in a new or empty entry in the table of 
the load-balancer, along with the server the connection was assigned to). 

With respect to claims 10, 22, and 34, Brendel discloses obtaining session identity from 
the data packet if one is included in the data packet (col. 9, lines 3-5, the load-balancer reads 
incoming packets and extracts SSL session ID for encrypted sessions); obtaining address 
information of the network node and transmitting data to the network node using address 
information (col. 10, lines 5-13, the server-generated SSL session ID, which is then returned 
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from the server in the same connection as part of the response to the encrypted client request, is 
stored in a new or empty entry in the table of the load-balancer, along with the server the 
connection was assigned to. Herein, the destination address is the address of the load-balancer). 

With respect to claim 13, Brendel discloses an article of manufacture comprising: 
machine-readable medium including instructions that when executed by a machine, 

causes the machine to perform operations (Fig. 9, client, load-balancer, and server must include 

medium for storing executed instructions) comprising: 

receiving a data packet from a source (col. 9, lines 3-4, the load-balancer reads incoming 

packets); 

determining whether a session identity exists for a communication session with the 
source (col. 9, lines 5-7, the load-balancer will attempt to find the SSL session entry for SSL 
session ID in its SSL session table using SSL ID field 90); 

encapsulating the received data packet in a flow header including at least two of a flow 
message type field, a flow option field, a source port identity field, a destination identity field, 
and a session identity field in the header of the received data packet and transmitting the flow 
header with the received data packet to a destination if no session identity exists (col. 10, lines 5- 
13, when no matching SSL session ID is found in the table, the connection is for a new SSL 
session. The server is then assigned using the default load-balancing method, whether random, 
least used, or some other assignment method. The server-generated SSL session ID, which is 
then returned from the server in the same connection as part of the response to the encrypted 
client request, is stored in a new or empty entry in the table, along with the server the connection 
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was assigned to. This implies that the client request is encapsulated and forwarded to the 
assigned server by the load-balancer. Herein, the addresses of the connection contains the 
destination address of the assigned server, e.g., MAC or IP address, col. 9, lines 10-12, and the 
source address and port, e.g., address and port of the load-balancer since the load-balancer 
connects to a plurality of servers. Therefore, the forwarded packet including at least two of 
source port identity field and destination identity field); 

receiving the session identity from the destination using the flow header (col. 10, lines 9- 
13, the server-generated SSL session ID, which is then returned from the server in the same 
connection as part of the response to the encrypted client request, is stored in a new or empty 
entry in the table, along with the server the connection was assigned to. Herein, the addresses of 
the connection are the address of the server and address and port of the balancer); and 

transmitting subsequent data packets received from the source along with the session 
identity to the destination (col. 10, lines 15-18, subsequent connections having the same SSL 
session ID will be directed to the same server, ensuring that all connections for the encrypted 
session are processed by the same server). 

With respect to claim 21, Brendel discloses an article of manufacture comprising: 
a machine-readable medium including instructions that when executed by a machine, 

causes the machine to perform operations (Fig. 9, client, load-balancer, and server must include 

medium for storing executed instructions) comprising: 

receiving a data packet from a source through a network node (col. 10, lines 5-13, when 

no matching SSL session ID is found in the table, the connection is for a new SSL session. The 
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server is then assigned using the default load-balancing method, whether random, least used, or 
some other assignment method. Herein, the server receives the packet through the load- 
balancer); 

determining whether a session identity exists for a communication session with the 
source (col. 9, lines 5-7, the load-balancer will attempt to find the SSL session entry for SSL 
session ID in its SSL session table using SSL ID field 90); 

encapsulating the received data packet in a flow header including at least two of a flow 
message type field, a flow option field, a source port identity field, a destination identity field, 
and a session identity field in the header of the received data packet and generating a session 
identity if no session identity exists (col. 10, lines 5-13, when no matching SSL session ID is 
found in the table, the connection is for a new SSL session. The server is then assigned using the 
default load-balancing method, whether random, least used, or some other assignment method. 
The server-generated SSL session ID, which is then returned from the server in the same 
connection as part of the response to the encrypted client request, is stored in a new or empty 
entry in the table, along with the server the connection was assigned to. This implies that the 
client request is encapsulated and forwarded to the assigned server by the load-balancer. Herein, 
the addresses of the connection contains the destination address of the assigned server, e.g., 
MAC or IP address, col. 9, lines 10-12, and the source address and port, e.g., address and port of 
the load-balancer since the load-balancer connects to a plurality of servers. Therefore, the 
forwarded packet including at least two of source port identity field and destination identity 
field); and 
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transmitting the session identity to the network node (col. 10, lines 5-13, the server- 
generated SSL session ID, which is then returned from the server in the same connection as part 
of the response to the encrypted client request, is stored in a new or empty entry in the table of 
the load-balancer, along with the server the connection was assigned to). 

With respect to claim 25, Brendel discloses a computer system comprising: 

a bus (Fig. 8, medium for connecting the session ID table 81 and receiving interface 82); 

a data storage device coupled to said bus (Fig. 8, table 81); and 

a processor coupled to said data storage device (Fig. 8, assigned processor 85), 
said processor operable to receive instructions which, when executed by the processor, cause the 
processor to perform a method comprising: 

receiving a data packet from a source (col. 9, lines 3-4, the load-balancer reads incoming 
packets); 

determining whether a session identity exists for a communication session with the 
source (col. 9, lines 5-7, the load-balancer will attempt to find the SSL session entry for SSL 
session ID in its SSL session table using SSL ID field 90); 

encapsulating the received data packet in a flow header including at least two of a flow 
message type field, a flow option field, a source port identity field, a destination identity field, 
and a session identity field in the header of the received data packet and transmitting the flow 
header with the received data packet to a destination if no session identity exists (col. 10, lines 5- 
13, when no matching SSL session ID is found in the table, the connection is for a new SSL 
session. The server is then assigned using the default load-balancing method, whether random, 
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least used, or some other assignment method. The server-generated SSL session ID, which is 
then returned from the server in the same connection as part of the response to the encrypted 
client request, is stored in a new or empty entry in the table, along with the server the connection 
was assigned to. This implies that the client request is encapsulated and forwarded to the 
assigned server by the load-balancer. Herein, the addresses of the connection contains the 
destination address of the assigned server, e.g., MAC or IP address, col. 9, lines 10-12, and the 
source address and port, e.g., address and port of the load-balancer since the load-balancer 
connects to a plurality of servers. Therefore, the forwarded packet including at least two of 
source port identity field and destination identity field); 

receiving the session identity from the destination using the flow header (col. 10, lines 9- 
13, the server-generated SSL session ID, which is then returned from the server in the same 
connection as part of the response to the encrypted client request, is stored in a new or empty 
entry in the table, along with the server the connection was assigned to. Herein, the addresses of 
the connection are the address of the server and address and port of the balancer); and 

transmitting subsequent data packets received from the source along with the session 
identity to the destination (col. 10, lines 15-18, subsequent connections having the same SSL 
session ID will be directed to the same server, ensuring that all connections for the encrypted 
session are processed by the same server). 

With respect to claim 33, Brendel discloses a computer system comprising: 

a bus (Fig. 8, medium for connecting the session ED table 81 and receiving interface 82); 

a data storage device coupled to said bus (Fig. 8, table 81); and 
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a processor coupled to said data storage device (Fig. 8, assigned processor 85), 
said processor operable to receive instructions which, when executed by the processor, cause the 
processor to perform a method comprising: 

receiving a data packet from a source through a network node (col. 10, lines 5-13, when 
no matching SSL session ID is found in the table, the connection is for a new SSL session. The 
server is then assigned using the default load-balancing method, whether random, least used, or 
some other assignment method. Herein, the server receives the packet through the load- 
balancer); 

determining whether a session identity exists for a communication session with the 
source (col. 9, lines 5-7, the load-balancer will attempt to find the SSL session entry for SSL 
session ID in its SSL session table using SSL ID field 90); 

encapsulating the received data packet in a flow header including at least two of a flow 
message type field, a flow option field, a source port identity field, a destination identity field, 
and a session identity field in the header of the received data packet and generating a session 
identity if no session identity exists (col. 10, lines 5-13, when no matching SSL session ID is 
found in the table, the connection is for a new SSL session. The server is then assigned using the 
default load-balancing method, whether random, least used, or some other assignment method. 
The server-generated SSL session ID, which is then returned from the server in the same 
connection as part of the response to the encrypted client request, is stored in a new or empty 
entry in the table, along with the server the connection was assigned to. This implies that the 
client request is encapsulated and forwarded to the assigned server by the load-balancer. Herein, 
the addresses of the connection contains the destination address of the assigned server, e.g., 
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MAC or IP address, col. 9, lines 10-12, and the source address and port, e.g., address and port of 
the load-balancer since the load-balancer connects to a plurality of servers. Therefore, the 
forwarded packet including at least two of source port identity field and destination identity 
field); and 

transmitting the session identity to the network node (col. 10, lines 5-13, the server- 
generated SSL session ID, which is then returned from the server in the same connection as part 
of the response to the encrypted client request, is stored in a new or empty entry in the table of 
the load-balancer, along with the server the connection was assigned to). 

Claim Rejections - 35 USC § 103 

The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 

obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or 
described as set forth in section 102 of this title, if the differences between the subject 
matter sought to be patented and the prior art are such that the subject matter as a whole 
would have been obvious at the time the invention was made to a person having ordinary 
skill in the art to which said subject matter pertains. Patentability shall not be negatived 
by the manner in which the invention was made. 

3. Claims 2-3, 14-15, 26, and 27 are rejected under 35 U.S.C. 103(a) as being unpatentable 

over Brendel (US Patent No. 6,772,333 Bl) in view of Tal et al (US Patent No. 6,625,612 Bl). 

Hereinafter, referred to as Brendel and Tal. 

With respect to claims 2-3, 14-15, 26 and 27, Brendel discloses searching for a server in a 

table according to SSL session ID (col. 9, lines 5-12). Brendel does not disclose obtaining 

address information from the data packet; searching a table using the address information for the 

session identity; using the address information in a hash function to obtain a hash value; and 
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using the hash value to find the session identity. Tal discloses a method for obtaining the session 
identity from the address information. The table search operation begins with the translation of 
the search key, e.g., MAC address, IP address, TCP/IP session, into a (table) address by hash 
function HASHl(key) and into a signature by hash function HASH2(key). In some cases, the 
search results include session identifiers (col. 9, lines 36-47). It would have been obvious to one 
having ordinary skill in the art at the time the invention was made to include locating the session 
identity by the address information in Brendel's system, as suggested by Tal, to identify existing 
connections therefore, packets can be routed efficiently. 

Allowable Subject Matter 

4. Claims 8, 1 1-12, 20, 23-24, 32, and 35-36 are objected to as being dependent upon a 
rejected base claim, but would be allowable if rewritten in independent form including all of the 
limitations of the base claim and any intervening claims. 

Response to Arguments 

5. Applicants arguments filed June 15, 2006 have been fully considered but they are not 
persuasive. 

Applicant argues in page 15 that Brendel does not disclose transmission of the flow 
header and the received data packet it encapsulates to the destination if no session identity exists. 
Examiner respectfully disagrees. First of all, according to the specification, in page 10, lines 14- 
17, "Usually, at the start of each communication session the first data packet received using the 
transmission control protocol (TCP) is a TCP synchronizing (TCP SYN) packet. The TCP SYN 
packet is used to synchronize the two ends of a connection in preparation for opening a 
connection". This implies that the first data packet is not actual data and/or information packet 
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but it is a control packet or merely a request packet for requesting a new connection with a 
particular bit set to indicate a new connection. 

Secondly, as clearly stated in the rejections of independent claims 1,13, and 25, Brendel 
discloses in col. 10, lines 5-13, when no matching SSL session ID is found in the table, the 
connection is for a new SSL session (This implies that no session identity exists for the 
connection). The server is then assigned using the default load-balancing method, whether 
random, least used, or some other assignment method. The server-generated SSL session ID, 
which is then returned from the server in the same connection as part of the response to the 
encrypted client request, is stored in a new or empty entry in the table, along with the server the 
connection was assigned to (This implies that the request packet, received from the client, must 
be encapsulated in a flow request packet of the load balancer and forwarded to the assigned 
server by the load-balancer. Since it is a synchronization packet or a control packet, the whole 
packet contains only control information or header information. Therefore, the particular bit 
indicating a new connection must be encapsulated in the header section). 



Conclusion 

6. THIS ACTION IS MADE FINAL. Applicant is reminded of the extension of time 
policy as set forth in 37 CFR 1.136(a). 

A shortened statutory period for reply to this final action is set to expire THREE 
MONTHS from the mailing date of this action. In the event a first reply is filed within TWO 
MONTHS of the mailing date of this final action and the advisory action is not mailed until after 
the end of the THREE-MONTH shortened statutory period, then the shortened statutory period 
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will expire on the date the advisory action is mailed, and any extension fee pursuant to 37 
CFR 1.136(a) will be calculated from the mailing date of the advisory action. In no event, 
however, will the statutory period for reply expire later than SIX MONTHS from the mailing 
date of this final action. 

7. Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Anh-Vu H. Ly whose telephone number is 571-272-3175. The 
examiner can normally be reached on Monday-Friday 7:00am - 4:00pm. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Chi Pham can be reached on 571-272-3179. The fax phone number for the 
organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would 
like assistance from a USPTO Customer Service Representative or access to the automated 
information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 
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